
SS-LD / DIRETTO con FODERO 

Code Kg

0,27

SS-LD / ASTA FISSA 0,3 Mt. 0,30

0,35

0,47

0,59

SS-LD / ASTA FISSA 0,5 Mt.

SS-LD / ASTA FISSA 1,0 Mt.

SS-LD / ASTA FISSA 1,5 Mt.

SS-LD / ASTA FISSA 2,0 Mt.

0,42

mt

0,62

0,82

1,32

1,82

0,722,32

9360-00

9360-03

9360-05

9360-10

9360-15

9360-20

0,83SS-LD / ASTA FISSA 2,5 Mt.

SS-LD / ASTA FISSA 3,0 Mt.

2,82

0,933,32

9360-25

9360-30

SS-LD / ASTA TELESCOPICA 18/26 0,931,82/2,629360-9374

SS-LD / ASTA TELESCOPICA 24/38 1,329360-9375 2,42/3,82

Il seghetto manuale con lama diritta a taglio tirante garantisce un taglio netto e preciso. Dotato di lama professionale con a�latura 
denti su tre lati, garantisce un’eccezzionale durata e resistenza. Le super�ci della lama sono liscie migliorando e facilitando la scorre-
volezza della stessa durante il taglio evitando infezioni della pianta garantendo la cicatrizzazione della pianta.

The handsaw with straight blade with pull cut guarantees a clean and precise cut. Equipped with a professional blade with teeth 
sharpened on three sides, it guarantees exceptional durability and strength. The surfaces of the blade are smooth, improving and 
facilitating the smoothness of the blade during cutting and preventing infection of the plant by ensuring healing of the plant.

La sierra de mano con hoja recta con corte de tracción garantiza un corte limpio y preciso. Equipada con una cuchilla profesional 
con dientes a�lados por tres lados, garantiza una durabilidad y resistencia excepcionales. Las super�cies de la hoja son lisas, lo que 
mejora y facilita la suavidad de la hoja durante el corte y previene la infección de la planta garantizando la cicatrización de la misma.
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SEZIONE TUBO TRILOBATO IN ALLUMINIO ALLEGGERITO AD ALTA RESISTENZA ( SPESSORE 1 mm )
HIGH STRENGTH ALLOYED ALUMINUM TRILOBED TUBE SECTION ( 1 mm THICK )

SECCIÓN DE TUBO TRILOBADO DE ALUMINIO DE ALTA RESISTENCIA ( 1 mm DE ESPESOR )

240 mm


